


Power Collet Chucks

Collet Chucks or 3-Jaw?

For accurate, high-volume turning of bar stock or other parts under
3-1/8” in diameter, your best bet is a collet chuck. Why?

M Consistent centering. Collet chucks grip the workpiece around
: the entire circumference, with no slippage when the stock is re-
. gripped, and less risk of deformation to thin-walled workpieces.

M Better tool clearance. Short or thin parts can be machined
closer to the chuck face for better accuracy and less distortion.

Dead length chuck with

o Hi - i .
Setrite® adjustment Higher speeds. Compact, lightweight collet chucks have a

greater tolerance for high centrifugal forces, hold their gripping
force more consistently, and reduce the load on machine spindle
bearings.

B Longer life. In high-volume production, collet chucks have
proven to have a consistently longer service life than 3-jaw
chucks.

The Riten Selection

Riten Collet Chucks are precision ground with guaranteed repeata-
bility of .0002” TIR. Tolerances are held uniformly from the mounting
to the working collet taper.

Multibore standard chuck

Riten offers three basic types of power collet chucks:
1. Pullback. Simple, one-piece design used on standard lathes.

2. Set Length. Used where precise pick-off is required. Little or no
axial part movement.

3. Setrite®. Set length chuck with ultra-fine four-screw adjustment
feature. The most accurate chuck in the metalworking industry.

Our set length series includes special short-profile models using the
versatile Multibore collet, and three labor-saving quick change
Quick change chuck chucks with pre-loadable bayonet caps.

NOTE: All collet chucks require a drawtube adapter to fit specific
machines. See page 24 for specifications.
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Size-for-size collets
(5C, 16C and R8)

Multibore collets

B Type Spring collets

Unique Manufacturing Process

Riten size-for-size collets (5C, 16C and R8) are designed for excellent
accuracy and repeatability, superior gripping power, and extended
service life. To achieve this, we load the collet with a coil at the base
of the slots, heat the collet to a glowing red, insert the spreader into
the slots, and push down on the collet face. After cooling for one to
two minutes, the spreader is removed and the collet cools complete-
ly. This process gives our collets a spring of .010” and drastically
improves the life of the collet. Few other manufacturers go to this
length to ensure a quality collet.

You'll also find Riten collets are easier to attach, because we mill off
the thin top edge of the threads to prevent binding in the radius of
the female thread.

Special Models

For bar work, the Multibore collet gives you great flexibility. Just 12
collets provide every size for 1/8” to 3-1/8”. Multibores are segment-
ed to close parallel for uniform gripping on undersize or oversize
bars, with no marring of the finished parts.

For second operation, the B Type Spring Collets are ideally suited
for short gripping with both Multibore and Quick Change power
chucks.

This catalog displays our full line of collets and chucks, most of which
are in stock for quick delivery. Special designs are available on
request.

If you have questions, call our Technical Service people at 800-338-
0027, or visit us online at www.riten.com.
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Product Index

Riten Power Collet Chucks

Setrite® Set Length
5C, 16C Collet Chucks

* Setrite® feature allows accuracy
adjustment to virtual zero

* Accepts 5C and 16C collets

* Type A and DIN mounts

Set Length Standard

¢ Short overall length ideal for main
or sub-spindle work

¢ Accepts 5C and 16C collets

* Type A and DIN mounts

» Standard pullback operation
* Accepts 5C and 16C collets
* Type A and DIN mounts

Multibore Standard Collet Chucks ....7
e Set length operation

¢ |deal for second operation work

* Accepts DIN type Multibore & spring collets

* Type A mount

Multibore Short Collet Chucks . .. .. .. 8

5 * Set length operation
ﬂ e |deal for bar work with minimum working envelope
* Accepts Multibore collets only
* Type A mount

. Quick Change Collet Chucks, Type A . .9
 Faster collet changes
 Set length operation
* |deal for bar or secondary work
* Accepts DIN type Multibore & spring collets
* Type A mount

Quick Change Collet Chucks, DIN . . . .10
* Faster collet changes

* Set length operation

* |deal for bar or secondary work

* Accepts DIN type Multibore & spring collets

* Recess DIN 6353 mount

Quick Change Collet Chucks, Short.. . 11
* Faster collet changes

 Set length operation

* Short length maximizes work envelope

e |deal for bar work

* Accepts standard & DIN Multibore collets

* Type A mount
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R8 Collets (inch and Metric)

Round only

Dimensions (inches)
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Size Part Number (inch) Size Part Number (Metric)
1/16” R8-R-1/16 2mm R8-R-2
3/32" R8-R-3/32 3mm R8-R-3
1/8” R8-R-1/8 4mm R8-R-4
5/32” R8-R-5/32 5mm R8-R-5
3/16” R8-R-3/16 6mm R8-R-6
7/32” R8-R-7/32 7mm R8-R-7
1/4” R8-R-1/4 8mm R8-R-8
9/32” R8-R-9/32 9mm R8-R-9
5/16” R8-R-5/16 10mm R8-R-10
11/32” R8-R-11/32 11mm R8-R-11
38" R8-R-3/8 12mm R8-R-12
13/32” R8-R-13/32 13mm R8-R-13
716" R8-R-7/16 14mm R8-R-14
15/32” R8-R-15/32 15mm R8-R-15
1/2" R8-R-1/2 16mm R8-R-16
17/32” R8-R-17/32 17mm R8-R-17
916 R8-R-9/16 18mm R8-R-18
19/32” R8-R-19/32 19mm R8-R-19
5/8" R8-R-5/8 20mm R8-R-20
21/32” R8-R-21/32
11/16” R8-R-11/16
23/32” R8-R-23/32
34 R8-R-3/4 )
25132 Re-F25/62 R8 Round Collet Set (Metric)
13/16” R8-R-13/16
27152 Re-R-2rise No. of Collets = Model No.
R8 Round Collet Sets (inch) 2mm — 20mm x 1mm 19 R8-SET-1
Set No. of Collets Model No.
1/8” - 3/4” x 32nds 21 R8-SET-5
1/8” — 3/4” x 16ths 1 R8-SET-6
1/8” — 3/4” x 8ths 6 R8-SET-7
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5C Collets (Metric)

Round only

B \
/D Dimensions (mm)
'; A B C D
C C
31.75| 85.4 | 37.3 | 10°
: A

Size Part Number Size Part Number

0.5mm 5C-R-0.5 18.0mm 5C-R-18.0

1.0mm 5C-R-1.0 18.5mm 5C-R-18.5

1.5mm 5C-R-1.5 19.0mm 5C-R-19.0

2.0mm 5C-R-2.0 19.5mm 5C-R-19.5

2.5mm 5C-R-2.5 20.0mm 5C-R-20.0

3.0mm 5C-R-3.0 20.5mm 5C-R-20.5

3.5mm 5C-R-3.5 21.0mm 5C-R-21.0

4.0mm 5C-R-4.0 21.5mm 5C-R-21.5

4.5mm 5C-R-4.5 22.0mm 5C-R-22.0

5.0mm 5C-R-5.0 23.0mm 5C-R-23.0

5.5mm 5C-R-5.5 23.5mm 5C-R-23.5

6.0mm 5C-R-6.0 24.0mm 5C-R-24.0

6.5mm 5C-R-6.5 24.5mm 5C-R-24.5

7.0mm 5C-R-7.0 25.0mm 5C-R-25.0

7.5mm 5C-R-7.5 25.5mm 5C-R-25.5

8.0mm 5C-R-8.0 26.0mm 5C-R-26.0

8.5mm 5C-R-8.5 26.5mm 5C-R-26.5

9.0mm 5C-R-9.0 27.0mm 5C-R-27.0

SRl e Emergency Collet: 5C-EC
10.0mm 5C-R-10.0
10.5mm 5C-R-105 5C Round Collet Sets (Metric)
11.0mm 5C-R-11.0
11.5mm 5C-R-11.5 Set No. of Collets | Model No.
12.0mm SCaTt2:0 3mm-27mm x 0.5mm 5C-SET-1
12.5mm 5C-R-12.5 3mm-27mm x 1mm 25 5C-SET-2
13.0mm 5C-R-13.0
13.5mm 5C-R-13.5
14.0mm 5C-R-14.0
14.5mm 5C-R-14.5
15.0mm 5C-R-15.0
15.5mm 5C-R-15.5
16.0mm 5C-R-16.0
16.5mm 5C-R-16.5
17.0mm 5C-R-17.0 14
17.5mm 5C-R-17.5 .
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16C Collets (Metric)

Round, Hex and Square

B \
%D Dimensions (mm)

T A |B cC |D

A C C

I 48 |110.5|57.5 | 10°
Size Round Hex Square Size Round Hex Square
1.0mm 16C-R-1.0 22.0mm 16C-R-22.0 16C-H-22.0 16C-S-22.0
1.5mm 16C-R-1.5 22.5mm 16C-R-22.5 16C-H-22.5 16C-S-22.5
2.0mm 16C-R-2.0 23.0mm 16C-R-23.0 16C-H-23.0 16C-S-23.0
2.5mm 16C-R-2.5 23.5mm 16C-R-23.5 16C-H-23.5 16C-S-25.0
3.0mm 16C-R-3.0 24.0mm 16C-R-24.0 16C-H-24.0 16C-S-24.0
3.5mm 16C-R-3.5 24.5mm 16C-R-24.5 16C-H-24.5 16C-S-24.5
4.0mm 16C-R-4.0 25.0mm 16C-R-25.0 16C-H-25.0 16C-S-25.0
4.5mm 16C-R-4.5 25.5mm 16C-R-25.5 16C-H-25.5
5.0mm 16C-R-5.0 26.0mm 16C-R-26.0 16C-H-26.0
5.5mm 16C-R-5.5 26.5mm 16C-R-26.5 16C-H-26.5
6.0mm 16C-R-6.0 16C-H-6.0 16C-S-6.0 27.0mm | 16C-R-27.0 16C-H-27.0
6.5mm 16C-R-6.5 16C-H-6.5 16C-S-6.5 27.5mm 16C-R-27.5 16C-H-27.5
7.0mm 16C-R-7.0 16C-H-7.0 16C-S-7.0 28.0mm 16C-R-28.0 16C-H-28.0
7.5mm 16C-R-7.5 16C-H-7.5 16C-S-7.5 28.5mm 16C-R-28.5 16C-H-28.5
8.0mm 16C-R-8.0 16C-H-8.0 16C-S-8.0 29.0mm 16C-R-29.0 16C-H-29.0
8.5mm 16C-R-8.5 16C-H-8.5 16C-S-8.5 29.5mm 16C-R-29.5 16C-H-29.5
9.0mm 16C-R-9.0 16C-H-9.0 16C-S-9.0 30.0mm 16C-R-30.0 16C-H-30.0
9.5mm 16C-R-9.5 16C-H-9.5 16C-S-9.5 30.5mm 16C-R-30.5 16C-H-30.5
10.0mm 16C-R-10.0 16C-H-10.0 16C-S-10.0 31.0mm 16C-R-31.0 16C-H-31.0
10.5mm 16C-R-10.5 16C-H-10.5 16C-S-10.5 31.5mm 16C-R-31.5 16C-H-31.5
11.0mm 16C-R-11.0 16C-H-11.0 16C-S-11.0 32.0mm 16C-R-32.0 16C-H-32.0
11.5mm 16C-R-11.5 16C-H-11.5 16C-S-11.5 32.5mm 16C-R-32.5 16C-H-32.5
12.0mm 16C-R-12.0 16C-H-12.0 16C-S-12.0 33.0mm 16C-R-33.0 16C-H-33.0
12.5mm 16C-R-12.5 16C-H-12.5 16C-S-12.5 33.5mm 16C-R-33.5 16C-H-33.5
13.0mm 16C-R-13.0 16C-H-13.0 16C-S-13.0 34.0mm 16C-R-34.0 16C-H-34.0
13.5mm 16C-R-13.5 16C-H-13.5 16C-S-13.5 34.5mm 16C-R-34.5 16C-H-34.5
14.0mm 16C-R-14.0 16C-H-14.0 16C-S-14.0 35.0mm 16C-R-35.0 16C-H-35.0
14.5mm 16C-R-14.5 16C-H-14.5 16C-S-14.5 35.5mm 16C-R-35.5
15.0mm 16C-R-15.0 16C-H-15.0 16C-S-15.0 36.0mm 16C-R-36.0
15.5mm 16C-R-15.5 16C-H-15.5 16C-S-15.5 36.5mm 16C-R-36.5
16.0mm 16C-R-16.0 16C-H-16.0 16C-S-16.0 37.0mm 16C-R-37.0
16.5mm 16C-R-16.5 16C-H-16.5 16C-S-16.5 37.5mm 16C-R-37.5
17.0mm 16C-R-17.0 16C-H-17.0 16C-S-17.0 38.0mm 16C-R-38.0
17.5mm 16C-R-17.5 16C-H-17.5 16C-S-17.5 38.5mm 16C-R-38.5
18.0mm 16C-R-18.0 16C-H-18.0 16C-S-18.0 39.0mm 16C-R-39.0
18.5mm 16C-R-18.5 16C-H-18.5 16C-S-18.5 39.5mm 16C-R-39.5
19.0mm 16C-R-19.0 16C-H-19.0 16C-S-19.0 40.0mm 16C-R-40.0
19.5mm 16C-R-19.5 16C-H-19.5 16C-S-19.5 40.5mm 16C-R-40.5
20.0mm 16C-R-20.0 16C-H-20.0 16C-S-20.0 41.0mm 16C-R-41.0
20.5mm 16C-R-20.5 16C-H-20.5 16C-S-20.5 41.5mm 16C-R-41.5
21.0mm 16C-R-21.0 16C-H-21.0 16C-S-21.0 42.0mm 16C-R-42.0
21.5mm 16C-R-21.5 16C-H-21.5 16C-S-21.5 42.5mm 16C-R-42.5 16
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Dimensions (inches)

Plain Bore Multibore Collets

Part No.| A B C

T980 1.66” | 1.99” 14°
W850 2.04" | 2.76” 15°
V120 2.47" | 3.46” 15°
T285 2.88” |3.91” | 15°
N175 3.15” | 4.72” 15°

Grip Range

Inch mm
116-3/16 | 1.58-4.76 T980-R-B1 T980-X-B68 T980-S-B86 W850-R-C1 W850-X-C68 W850-S-C86
18 - 1/4 | 3.17-6.35 T980-R-B2 T980-X-B69 T980-S-B87 W850-R-C2 W850-X-C69 W850-S-C87
1/4 - 3/8 | 6.35-9.52 T980-R-B3 T980-X-B70 T980-S-B88 W850-R-C3 W850-X-C70 W850-S-C88
38 - 1/2 | 952-12.70 T980-R-B4 T980-X-B71 T980-S-B89 W850-R-C4 W850-X-C71 W850-S-C89
1/2 - 5/8 |12.70 - 15.87 T980-R-B5 T980-X-B72 T980-S-B90 W850-R-C5 W850-X-C72 W850-S-C90
5/8 - 3/4 |15.87-19.05 T980-R-B6 T980-X-B73 T980-S-BO1 W850-R-C6 W850-X-C73 W850-S-C91
3/4 - 7/8 |19.05-22.22 T980-R-B7 T980-X-B74 W850-R-C7 W850-X-C73 W850-S-C92
78 - 1 |22.22-2540 T980-R-B8 T980-X-B75 W850-R-C8 W850-X-C74 W850-5-C93
1 -1-1/8 |25.40 - 28.57 T980-R-BY W850-R-C9 W850-X-C75 W850-S-C94
1-1/8 - 1-1/4 | 28.57 - 31.75 WB850-R-C10 W850-X-C76 W850-S-C95
1-1/4 - 1-3/8 | 31.75 - 34.92 W850-R-C11 W850-X-C77
1-3/8 - 1-1/2 | 34.92 - 38.10 WB850-R-C12 W850-X-C78
1-1/2 - 1-5/8 | 38.10 - 41.27 W850-R-C13 W850-X-C79
1-1/2 - 1-5/8 | 38.10 - 41.27 W850-R-C14*

* 39-42mm round only

Grip Range T285 Round N175

Inch mm Round | Hex &Smooth Bore, HeX
1116 -3/16 | 1.58-4.76 V120-R-D1

1/8 - 1/4 | 3.17-6.35 V120-R-D2 | V120-X-D69 | V120-S-D87 | |T285-R-E2 | T285-X-E69 | T285-S-E87

1/4 - 3/8 | 6.35-9.52 V120-R-D3 | V120-X-D70 | V120-S-D88 | |T285-R-E3 | T285-X-E70 | T285-S-E88
3/8 - 12 | 952-1270 | |V120-R-D4 |V120-X-D71 | V120-S-D89 | |T285-R-E4 | T285-X-E71 | T285-S-E89

1/2 - 5/8 |12.70-15.87 | | V120-R-D5 |V120-X-D72 | V120-S-D90 | | T285-R-E5 | T285-X-E72 | T285-S-E90 | |N175-R-F5 | N175-X-F72 | N175-S-F100
58 - 34 [15.87-19.05 | |V120-R-D6 | V120-X-D73 | V120-S-D91 | |T285-R-E6 | T285-X-E73 | T285-S-E91 | |N175-R-F6 | N175-X-F73 |N175-S-F101
3/4 - 7/8 [19.05-22.22 | |V120-R-D7 |V120-X-D74 | V120-5-D92 | |T285-R-E7 | T285-X-E74 | T285-S-E92 | |N175-R-F7 | N175-X-F74 |N175-S-F102
7/8 -1 |2222-2540 | |V120-R-D8 |V120-X-D75 | V120-S-D93 | | T285-R-E8 | T285-X-E75 | T285-S-E93 | |N175-R-F8 | N175-X-F75 |N175-S-F103
1 -1-1/8 |25.40-2857 | | V120-R-D9 |V120-X-D76 | V120-S-D94 | |T285-R-EQ | T285-X-E76 | T285-S-E94 | | N175-R-F9 | N175-X-F76 | N175-S-F104
1-1/8 - 1-1/4 | 28.57-31.75 | | V120-R-D10| V120-X-D77 | V120-S-D95 | | T285-R-E10 | T285-X-E77 | T285-S-E95 | |N175-R-F10| N175-X-F77 |N175-S-F105
1-1/4-1-3/8 | 31.75-34.92 | | V120-R-D11|V120-X-D78 | V120-S-D96 | | T285-R-E11 | T285-X-E78 | T285-S-E96 | |N175-R-F11| N175-X-F78 |N175-S-F106
1-3/8 - 1-1/2 | 34.92 - 38.10 | | V120-R-D12| V120-X-D79 | V120-S-D97 | | T285-R-E12 | T285-X-E79 | T285-S-E97 | |N175-R-F12| N175-X-F79 |N175-S-F107
1-1/2-1-5/8 | 38.10-41.27 | | V120-R-D13| V120-X-D80 | V120-S-D98 | | T285-R-E13 | T285-X-E80 | T285-S-E98 | |N175-R-F13| N175-X-F80 |N175-S-F108
1-5/8 - 1-3/4 | 41.27 - 44.45 | | V120-R-D14| V120-X-D81 T285-R-E14 | T285-X-E81 | T285-S-E99 | |N175-R-F14| N175-X-F81 |N175-S-F109
1-3/4 - 1-7/8 | 44.45-47.62 | | V120-R-D15| V120-X-D82 T285-R-E15 | T285-X-E82 N175-R-F15| N175-X-F82 |N175-S-F110
1-7/8-2 | 47.62-50.80 | | V120-R-D16| V120-X-D83 T285-R-E16 | T285-X-E83 N175-R-F16| N175-X-F83 |N175-S-F111
2-21/8 | 50.80-53.97 | | V120-R-D17 T285-R-E17 | T285-X-E84 N175-R-F17| N175-X-F84 | N175-S-F112
2-1/8 - 2-1/4 | 53.97 - 57.15 T285-R-E18 | T285-X-E85 N175-R-F18| N175-X-F85
2-1/4 - 2-3/8 | 57.15 - 60.32 T285-R-E19 N175-R-F19| N175-X-F86
2-3/8 - 2-1/2 | 60.32 - 63.50 T285-R-E20 N175-R-F20 | N175-X-F87
2-1/2 - 2-5/8 | 63.50 - 66.67 T285-R-E21 N175-R-F21 | N175-X-F88
2-5/8 - 2-3/4 | 66.67 - 69.85 N175-R-F22
2-3/4 - 2-7/8 | 69.85 - 73.02 N175-R-F23

2-7/8-3 | 73.02-76.20 N175-R-F24

17 3-3-1/8 | 76.20-79.37 N175-R-F25
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Heavy Duty Multibore Collets

Dimensions (inches)

Part No.| A B (o

W850 [2.04” |2.76” | 15°
V120 2.477 | 3.46” | 15°
T285 2.88” 13.91” | 15°
N175 3.15” |1 4.72” | 15°

Grip Range W850 Heavy Duty V120 Heavy Duty
Inch mm Round/Hex Square Round/Hex Square
W850-RX-MM70 W850-S-MM98 V120-RX-MN70 V120-S-MN98
.35 - .47 9-12 W850-RX-MM71 W850-S-MM99 V120-RX-MN71 V120-S-MN99
A7 - 59 12-15 W850-RX-MM72 W850-S-MM100 V120-RX-MN72 V120-S-MN100
.59 -.70 15-18 W850-RX-MM73 W850-S-MM101 V120-RX-MN73 V120-S-MN101
.70 - .82 18 - 21 W850-RX-MM74 W850-S-MM102 V120-RX-MN74 V120-S-MN102
.82 - .94 21-24 W850-RX-MM75 W850-S-MM103 V120-RX-MN75 V120-S-MN103
.94 -1.06 24 - 27 W850-RX-MM76 W850-S-MM104 V/120-RX-MN76 V120-S-MN104
1.06-1.18 27 -30 W850-RX-MM77 W850-S-MM105 V120-RX-MN77 V120-S-MN105
1.18 -1.30 30-33 W850-RX-MM78 V120-RX-MN78 V120-S-MN106
1.30 - 1.41 33-36 W850-RX-MM79 V120-RX-MN79 V120-S-MN107
1.41-1.58 36 -39 W850-R-MM13* V120-RX-MN80 V120-S-MN108
1.53-1.65 39 - 42 W850-R-MM14* V120-RX-MN81
1.65-1.77 42 - 45 V120-RX-MN82
1.77 - 1.89 45 - 48 V/120-RX-MN83
1.89 - 2.00 48 - 51 V120-RX-MN84
2.00-2.12 51-54 V120-R-MN18*

* Round only

T285 Heavy Duty

* Round only

N175 Heavy Duty

Round/Hex Square Round/Hex Square
A7 - .59 12-15 T285-RX-MP72 T285-S-MP100 N175-RX-MR72 N175-S-MR100
59-.70 15-18 T285-RX-MP73 T285-S-MP101 N175-RX-MR73 N175-S-MR101
70- .82 18 - 21 T285-RX-MP74 T285-5-MP102 N175-RX-MR74 N175-S-MR102
82-.94 21-24 T285-RX-MP75 T285-S-MP103 N175-RX-MR75 N175-S-MR103
94-1.06 | 21-24 T285-RX-MP76 T285-S-MP104 N175-RX-MR76 N175-S-MR104
106-1.18 | 27-30 T285-RX-MP77 T285-S-MP105 N175-RX-MR77 N175-S-MR105
118-1.30 | 30-33 T285-RX-MP78 T285-S-MP106 N175-RX-MR78 N175-S-MR106
130-141 | 33-36 T285-RX-MP79 T285-5-MP107 N175-RX-MR79 N175-S-MR107
141-153 | 36-39 T285-RX-MP80 T285-S-MP108 N175-RX-MR80 N175-S-MR108
153-1.65 | 39-42 T285-RX-MP81 T285-S-MP109 N175-RX-MR81 N175-S-MR109
165-177 | 42-45 T285-RX-MP82 T285-5-MP110 N175-RX-MR82 N175-S-MR110
177-189 | 45-48 T285-RX-MP83 N175-RX-MR83 N175-S-MR111
1.89-2.00 | 48-51 T285-RX-MP84 N175-RX-MRg84 N175-S-MR112
200-212 | 51-54 T285-RX-MP85 N175-RX-MR85 N175-S-MR113
212-224 | 54-57 T285-RX-MP86 N175-RX-MR86
224-236 | 57-60 T285-RX-MP87 N175-RX-MR87
236-246 | 60-63 T285-R-MP21* N175-RX-MRe8
246-259 | 63-66 N175-RX-MR89
259-271 | 66-69 N175-RX-MR90
271-283 | 69-72 N175-R-MR24*
2.83-2.95 72-75 N175-R-MR25*
295-307 | 75-78 N175-R-MR26*

* Round only

* Round only
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Multibore Collets, DIN 6343

Serrated bore

Dimensions (inches)

Part No.| A B ©

M673 1.53” |2.42” | 14.75°
M677 1.77” | 3.36” | 14.75°
J660 1.89” [4.27” | 14.75°

M673 J660
Grip Range 175E Compatible (4728) @ 185E Compatible (4291) @ 193E Compatible (H-47)
Inch mm Round| Hex |Square @ Round Hex |Square @ Round Hex |Square
15-.23 4-6 M673-R-6* | M673-X-6* M673-S-6* M677-R-6* M677-X-6* M677-S-6*
.23 - .31 6-8 M673-R-8* | M673-X-8* M673-S-8* M677-R-8 M677-X-8 M677-S-8
.31-.39 8-10 M673-R-10 | M673-X-10 | M673-S-10 M677-R-10 | M677-X-10 | M677-S-10
.39 - .47 10-12 M673-R-12 | M673-X-12 | M673-S-12 M677-R-12 | M677-X-12 | M677-S-12
A7 - .55 12-14 M673-R-14 | M673-X-14 | M673-S-14 M677-R-14 | M677-X-14 | M677-S-14 J660-R-14 J660-X-14 J660-S-14
.55 - .63 14 -16 M673-R-16 | M673-X-16 | M673-S-16 M677-R-16 | M677-X-16 | M677-S-16 J660-R-16 J660-X-16 J660-S-16
.63 -.70 16 - 18 M673-R-18 | M673-X-18 | M673-S-18 M677-R-18 | M677-X-18 | M677-S-18 J660-R-18 J660-X-18 J660-S-18
.70 - .78 18 - 20 M673-R-20 | M673-X-20 | M673-S-20 M677-R-20 | M677-X-20 | M677-S-20 J660-R-20 J660-X-20 J660-S-20
.78 - .86 20 - 22 M673-R-22 | M673-X-22 | M673-S-22 M677-R-22 | M677-X-22 | M677-S-22 J660-R-22 J660-X-22 J660-S-22
.86 - .94 22 - 24 M673-R-24 | M673-X-24 | M673-S-24 M677-R-24 | M677-X-24 | M677-S-24 J660-R-24 J660-X-24 J660-S-24
.94 -1.02 24 - 26 M673-R-26 | M673-X-26 | M673-S-26 M677-R-26 | M677-X-26 | M677-S-26 J660-R-26 J660-X-26 J660-S-26
1.02 - 1.10 26 - 28 M673-R-28 | M673-X-28 | M673-S-28 M677-R-28 | M677-X-28 | M677-S-28 J660-R-28 J660-X-28 J660-S-28
1.10-1.18 28 - 30 M673-R-30 | M673-X-30 | M673-S-30 M677-R-30 | M677-X-30 | M677-S-30 J660-R-30 J660-X-30 J660-S-30
1.18-1.25 30-32 M673-R-32 | M673-X-32 M677-R-32 | M677-X-32 | M677-S-32 J660-R-32 J660-X-32 J660-S-32
1.25-1.33 32-34 M673-R-34 | M673-X-34 M677-R-34 | M677-X-34 | M677-S-34 J660-R-34 J660-X-34 J660-S-34
1.33-1.41 34 - 36 M673-R-36 | M673-X-36 M677-R-36 | M677-X-36 | M677-S-36 J660-R-36 J660-X-36 J660-S-36
1.41-1.49 36 - 38 M673-R-38 M677-R-38 | M677-X-38 | M677-S-38 J660-R-38 J660-X-38 J660-S-38
1.49-1.57 38 - 40 M673-R-40 M677-R-40 | M677-X-40 | M677-S-40 J660-R-40 J660-X-40 J660-S-40
1.57 - 1.65 40 - 42 M673-R-42 M677-R-42 | M677-X-42 | M677-S-42 J660-R-42 J660-X-42 J660-S-42
1.65-1.73 42 - 44 M677-R-44 | M677-X-44 J660-R-44 J660-X-44 J660-S-44
1.73 - 1.81 44 - 46 M677-R-46 | M677-X-46 J660-R-46 J660-X-46 J660-S-46
1.81-1.89 46 - 48 M677-R-48 | M677-X-48 J660-R-48 J660-X-48 J660-S-48
1.89-1.92 48 - 50 M677-R-50 | M677-X-50 J660-R-50 J660-X-50 J660-S-50
1.92 - 2.04 50 - 52 M677-R-52 | M677-X-52 J660-R-52 J660-X-52 J660-S-52
2.04-212 52 - 54 M677-R-54 J660-R-54 J660-X-54 J660-S-54
2.12-2.20 54 - 56 M677-R-56 J660-R-56 J660-X-56 J660-S-56
2.20-2.28 56 - 58 M677-R-58 J660-R-58 J660-X-58
2.28 - 2.36 58 - 60 M677-R-60 J660-R-60 J660-X-60
2.36 - 2.44 60 - 62 J660-R-62 J660-X-62
2.44 -2.52 62 - 64 J660-R-64 J660-X-64
2.52 - 2.59 64 - 66 J660-R-66 J660-X-66
2.59 - 2.67 66 - 68 J660-R-68 J660-X-68
2.67 - 2.75 68 - 70 J660-R-70
2.75-2.83 70-72 J660-R-72
2.83-2.91 72-74 J660-R-74
2.91-2.99 74 -76 J660-R-76
2.99 - 3.07 76 -78 J660-R-78
3.07 - 3.14 78 - 80 J660-R-80
1 9 * All collets marked with * are supplied with plain bore.
Round bore collets are supplied with spiral serrations except those marked with *.

Hexagonal and square collets are supplied with annular serrations except those marked with *.
. Call 1-800-338-0027



Round, Hex and Square

B-42 Spring Collets (inch)

Emergency Collet: B42-EC

www.riten.c_

Dimensions (inches)
A B C D
A ( ; c ) , .
1.89”| 3.77 |12.36” | 15°
Size Round Hex Square
1/16” B42-R-1/16 B42-H-1/16 B42-S-1/16
1/8” B42-R-1/8 B42-H-1/8 B42-S-1/8
3/16” B42-R-3/16 B42-H-3/16 B42-S-3/16
1/4” B42-R-1/4 B42-H-1/4 B42-S-1/4
5/16” B42-R-5/16 B42-H-5/16 B42-S-5/16
3/8” B42-R-3/8 B42-H-3/8 B42-S-3/8
7/16” B42-R-7/16 B42-H-7/16 B42-S-7/16
1/2” B42-R-1/2 B42-H-1/2 B42-S-1/2
9/16” B42-R-9/16 B42-H-9/16 B42-S-9/16
5/8” B42-R-5/8 B42-H-5/8 B42-S-5/8
11/16” B42-R-11/16 B42-H-11/16 B42-S-11/16
3/4” B42-R-3/4 B42-H-3/4 B42-S-3/4
13/16” B42-R-13/16 B42-H-13/16 B42-S-13/16
7/8” B42-R-7/8 B42-H-7/8 B42-S-7/8
15/16” B42-R-15/16 B42-H-15/16 B42-S-15/16
1” B42-R-1 B42-H-1 B42-S-1
1-1/16” B42-R-1-1/16 B42-H-1-1/16 B42-S-1-1/16
1-1/8” B42-R-1-1/8 B42-H-1-1/8 B42-S-1-1/8
1-3/16” B42-R-1-3/16 B42-H-1-3/16 B42-S-1-3/16
1-1/4” B42-R-1-1/4 B42-H-1-1/4
1-5/16” B42-R-1-5/16 B42-H-1-5/16
1-3/8” B42-R-1-3/8 B42-H-1-3/8
1-7/16” B42-R-1-7/16 B42-H-1-7/16
1-1/2” B42-R-1-1/2 B42-H-1-1/2
1-9/16” B42-R-1-9/16
1-5/8” B42-R-1-5/8




B-42 Spring Collets (Metric)

Round, Hex and Square

Dimensions (mm)

( ) c A B c | D

48 | 94 60 | 15°

Size Round Hex Square Size Round Hex Square
1.0mm B42-R-1.0 B42-H-1.0 B42-S-1.0 22.0mm B42-R-22.0 B42-H-22.0 B42-S-22.0
1.5mm B42-R-1.5 B42-H-1.5 B42-S-1.5 22.5mm B42-R-22.5 B42-H-22.5 B42-S-22.5
2.0mm B42-R-2.0 B42-H-2.0 B42-S-2.0 23.0mm B42-R-23.0 B42-H-23.0 B42-S-23.0
2.5mm B42-R-2.5 B42-H-2.5 B42-S-2.5 235mm | B42-R-23.5 B42-H-23.5 B42-5-23.5
3.0mm B42-R-3.0 B42-H-3.0 B42-5-3.0 24.0mm | B42-R-24.0 B42-H-24.0 B42-5-24.0
3.5mm B42-R-3.5 B42-H-3.5 B42-S-3.5 245mm | B42-R-24.5 B42-H-24.5 B42-S5-24.5
4.0mm B42-R-4.0 B42-H-4.0 B42-S-4.0 25.0mm | B42-R-25.0 B42-H-25.0 B42-5-25.0
4.5mm B42-R-4.5 B42-H-4.5 B42-S-4.5 255mm | B42-R-25.5 B42-H-25.5 B42-5-25.5
5.0mm B42-R-5.0 B42-H-5.0 B42-5-5.0 26.0mm | B42-R-26.0 B42-H-26.0 B42-5-26.0
5.5mm B42-R-5.5 B42-H-5.5 B42-S-5.5 26.5mm B42-R-26.5 B42-H-26.5 B42-S-26.5
6.0mm B42-R-6.0 B42-H-6.0 B42-5-6.0 27.0mm | B42-R-27.0 B42-H-27.0 B42-5-27.0
6.5mm B42-R-6.5 B42-H-6.5 B42-5-6.5 27.5mm | B42-R-27.5 B42-H-27.5 B42-5-27.5
7.0mm B42-R-7.0 B42-H-7.0 B42-S-7.0 28.0mm B42-R-28.0 B42-H-28.0 B42-S-28.0
7.5mm B42-R-7.5 B42-H-7.5 B42-S-7.5 28.5mm B42-R-28.5 B42-H-28.5 B42-S-28.5
8.0mm B42-R-8.0 B42-H-8.0 B42-S-8.0 29.0mm B42-R-29.0 B42-H-29.0 B42-S-29.0
8.5mm B42-R-8.5 B42-H-8.5 B42-S-8.5 29.5mm |  B42-R-29.5 B42-H-29.5 B42-5-29.5
9.0mm B42-R-9.0 B42-H-9.0 B42-5-9.0 30.0mm |  B42-R-30.0 B42-H-30.0 B42-5-30.0
9.5mm B42-R-9.5 B42-H-9.5 B42-S-9.5 30.5mm | B42-R-30.5 B42-H-30.5
10.0mm B42-R-10.0 B42-H-10.0 B42-S-10.0 31.0mm | B42-R-31.0 B42-H-31.0
10.5mm B42-R-10.5 B42-H-10.5 B42-S-10.5 31.5mm | B42-R-31.5 B42-H-31.5
11.0mm B42-R-11.0 B42-H-11.0 B42-5-11.0 32.0mm | B42-R-32.0 B42-H-32.0
11.5mm B42-R-11.5 B42-H-11.5 B42-S-11.5 32.5mm | B42-R-32.5 B42-H-32.5
12.0mm B42-R-12.0 B42-H-12.0 B42-5-12.0 33.0mm |  B42-R-33.0 B42-H-33.0
12.5mm B42-R-12.5 B42-H-12.5 B42-S-12.5 33.5mm B42-R-33.5 B42-H-33.5
13.0mm B42-R-13.0 B42-H-13.0 B42-S-13.0 34.0mm B42-R-34.0 B42-H-34.0
13.5mm B42-R-13.5 B42-H-13.5 B42-S-13.5 34.5mm B42-R-34.5 B42-H-34.5
14.0mm B42-R-14.0 B42-H-14.0 B42-S-14.0 35.0mm B42-R-35.0 B42-H-35.0
14.5mm B42-R-14.5 B42-H-14.5 B42-S-14.5 35.5mm | B42-R-35.5 B42-H-35.5
15.0mm B42-R-15.0 B42-H-15.0 B42-5-15.0 36.0mm | B42-R-36.0 B42-H-36.0
15.5mm B42-R-15.5 B42-H-15.5 B42-S-15.5 36.5mm | B42-R-36.5 B42-H-36.5
16.0mm B42-R-16.0 B42-H-16.0 B42-S-16.0 37.0mm | B42-R-37.0 B42-H-37.0
16.5mm B42-R-16.5 B42-H-16.5 B42-S-16.5 37.5mm | B42-R-37.5 B42-H-37.5
17.0mm B42-R-17.0 B42-H-17.0 B42-5-17.0 38.0mm | B42-R-38.0 B42-H-38.0
17.5mm B42-R-17.5 B42-H-17.5 B42-S-17.5 38.5mm B42-R-38.5
18.0mm B42-R-18.0 B42-H-18.0 B42-S-18.0 39.0mm B42-R-39.0
18.5mm B42-R-18.5 B42-H-18.5 B42-S-18.5 39.5mm B42-R-39.5
19.0mm B42-R-19.0 B42-H-19.0 B42-S-19.0 40.0mm B42-R-40.0
19.5mm B42-R-19.5 B42-H-19.5 B42-S-19.5 40.5mm B42-R-40.5
20.0mm B42-R-20.0 B42-H-20.0 B42-S-20.0 41.0mm B42-R-41.0
20.5mm B42-R-20.5 B42-H-20.5 B42-5-20.5 41.5mm | B42-R-41.5
21.0mm B42-R-21.0 B42-H-21.0 B42-5-21.0 42.0mm |  B42-R-42.0
21 21.5mm B42-R-21.5 B42-H-21.5 B42-S-21.5 425mm | B42-R-42.5

~ call 1-800-338-0027 Emergency Collet: B42-EC



B-60 Spring Collets (inch & Metric)

Round, Hex and Square

Dimensions (inches)

Size Round Hex Square
116" | B60-R-1/16 B60-H-1/16 B60-S-1/16
1/8” B60-R-1/8 B60-H-1/8 B60-S-1/8
3/16" | B60-R-3/16 B60-H-3/16 B60-S-3/16
1/4" B60-R-1/4 B60-H-1/4 B60-S-1/4
5/16" | B60-R-5/16 B60-H-5/16 B60-S-5/16
3/8” B60-R-3/8 B60-H-3/8 B60-S-3/8
7116° | B60-R-7/16 B60-H-7/16 B60-S-7/16
1/2” B60-R-1/2 B60-H-1/2 B60-S-1/2
9/16" | B60-R-9/16 B60-H-9/16 B60-S-9/16
5/8" B60-R-5/8 B60-H-5/8 B60-S-5/8
11/16” B60-R-11/16 B60-H-11/16 B60-S-11/16
3/4” B60-R-3/4 B60-H-3/4 B60-S-3/4
13/16" | B60-R-13/16 B60-H-13/16 B60-S-13/16
7/8" B60-R-7/8 B60H-7/8 B60-S-7/8
15/16" | B60-R-15/16 B60-H-15/16 B60-S-15/16

1” B60-R-1 B60-H-1 B60-S-1

1-1/16” | B60-R-1-1/16 B60-H-1-1/16 B60-S-1-1/16
1-1/8” | B60-R-1-1/8 B60-H-1-1/8 B60-S-1-1/8

1-3/16” | B60-R-1-3/16 B60-H-1-3/16 B60-S-1-3/16
1-1/4" | B60-R-1-1/4 B60-H-1-1/4 B60-S-1/4

1-5/16” | B60-R-1-5/16 B60-H-1-5/16 B60-S-1-5/16
1-3/8” | B60-R-1-3/8 B60-H-1-3/8 B60-S-1-3/8

1-7/16” B60-R-1-7/16 B60-H-1-7/16 B60-S-1-7/16
1-1/2” B60-R-1-1/2 B60-H-1-1/2 B60-S-1/2

1-9/16” | B60-R-1-9/16 B60-H-1-9/16 B60-S-1-9/16
1-5/8” | B60-R-1-5/8 B60-H-1-5/8 B60-S-1-5/8

1-11/16” | B60-R-1-11/16 B60-H-1-11/16

1-3/4” | B60-R-1-3/4 B60-H-1-3/4

1-13/16” | B60-R-1-13/16 | B60-H-1-13/16

1-7/8" | B60-R-1-7/8 B60-H-1-7/8

1-15/16” | B60-R-1-15/16 | B60-H-1-15/16

> B60-R-2 B60-H-2

2-116" | B60-R-2-1/16

2-1/8" | B60-R-2-1/8

2-3/16" | B60-R-1-3/16

2-1/4” B60-R-2-1/4

2-5/16" | B60-R-1-5/16

Emergency Collet: B60-EC

c A B cC | D
2.6” | 4.33"| 3.31" 15°
Size Round Hex Square
1.0mm B60-R-1.0 B60-H-1.0 B60-S-1.0
1.5mm B60-R-1.5 B60-H-1.5 B60-S-1.5
2.0mm B60-R-2.0 B60-H-2.0 B60-S-2.0
2.5mm B60-R-2.5 B60-H-2.5 B60-S-2.5
3.0mm B60-R-3.0 B60-H-3.0 B60-S-3.0
3.5mm B60-R-3.5 B60-H-3.5 B60-S-3.5
4.0mm B60-R-4.0 B60-H-4.0 B60-S-4.0
4.5mm B60-R-4.5 B60-H-4.5 B60-S-4.5
5.0mm B60-R-5.0 B60-H-5.0 B60-S-5.0
5.5mm B60-R-5.5 B60-H-5.5 B60-S-5.5
6.0mm B60-R-6.0 B60-H-6.0 B60-S-6.0
6.5mm B60-R-6.5 B60-H-6.5 B60-S-6.5
7.0mm B60-R-7.0 B60-H-7.0 B60-S-7.0
7.5mm B60-R-7.5 B60-H-7.5 B60-S-7.5
8.0mm B60-R-8.0 B60-H-8.0 B60-S-8.0
8.5mm B60-R-8.5 B60-H-8.5 B60-S-8.5
9.0mm B60-R-9.0 B60-H-9.0 B60-S-9.0
9.5mm B60-R-9.5 B60-H-9.5 B60-S-9.5
10.0mm B60-R-10.0 B60-H-10.0 B60-S-10.0
10.5mm B60-R-10.5 B60-H-10.5 B60-S-10.5
11.0mm B60-R-11.0 B60-H-11.0 B60-S-11.0
11.5mm B60-R-11.5 B60-H-11.5 B60-S-11.5
12.0mm B60-R-12.0 B60-H-12.0 B60-S-12.0
12.5mm B60-R-12.5 B60-H-12.5 B60-S-12.5
13.0mm B60-R-13.0 B60-H-13.0 B60-S-13.0
13.5mm B60-R-13.5 B60-H-13.5 B60-S-13.5
14.0mm B60-R-14.0 B60-H-14.0 B60-S-14.0
14.5mm B60-R-14.5 B60-H-14.5 B60-S-14.5
15.0mm B60-R-15.0 B60-H-15.0 B60-S-15.0
15.5mm B60-R-15.5 B60-H-15.5 B60-S-15.5
16.0mm B60-R-16.0 B60-H-16.0 B60-5-16.0
16.5mm B60-R-16.5 B60-H-16.5 B60-S-16.5
17.0mm B60-R-17.0 B60-H-17.0 B60-S-17.0
17.5mm B60-R-17.5 B60-H-17.5 B60-S-17.5
18.0mm B60-R-18.0 B60-H-18.0 B60-S-18.0
18.5mm B60-R-18.5 B60-H-18.5 B60-S-18.5
19.0mm B60-R-19.0 B60-H-19.0 B60-S-19.0
19.5mm B60-R-19.5 B60-H-19.5 B60-S-19.5
20.0mm B60-R-20.0 B60-H-20.0 B60-S-20.0
20.5mm B60-R-20.5 B60-H-20.5 B60-S-20.5
21.0mm B60-R-21.0 B60-H-21.0 B60-S-21.0
21.5mm B60-R-21.5 B60-H-21.5 B60-S-21.5
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B-60 Spring Collets (Metric)

Round, Hex and Square

Dimensions (mm)

( c A B C D

66 110 | 84 | 15°

Size Round Hex Square Size Round Hex Square
22.0mm B60-R-22.0 B60-H-22.0 B60-S-22.0 41.5mm B60-R-41.5 B60-H-41.5 B60-S-41.5
22.5mm B60-R-22.5 B60-H-22.5 B60-S-22.5 42.0mm B60-R-42.0 B60-H-42.0 B60-S-42.0
23.0mm B60-R-23.0 B60-H-23.0 B60-S-23.0 42.5mm B60-R-42.5 B60-H-42.5 B60-S-42.5
23.5mm B60-R-23.5 B60-H-23.5 B60-S-23.5 43.0mm B60-R-43.0 B60-H-43.0
24.0mm B60-R-24.0 B60-H-24.0 B60-S-24.0 43.5mm B60-R-43.5 B60-H-43.5
24.5mm B60-R-24.5 B60-H-24.5 B60-S-24.5 44.0mm B60-R-44.0 B60-H-44.0
25.0mm B60-R-25.0 B60-H-25.0 B60-S-25.0 44.5mm B60-R-44.5 B60-H-44.5
25.5mm B60-R-25.5 B60-H-25.5 B60-S-25.5 45.0mm B60-R-45.0 B60-H-45.0
26.0mm B60-R-26.0 B60-H-26.0 B60-S-26.0 45.5mm B60-R-45.5 B60-H-45.5
26.5mm B60-R-26.5 B60-H-26.5 B60-S-26.5 46.0mm B60-R-46.0 B60-H-46.0
27.0mm B60-R-27.0 B60-H-27.0 B60-S-27.0 46.5mm B60-R-46.5 B60-H-46.5
27.5mm B60-R-27.5 B60-H-27.5 B60-S-27.5 47.0mm B60-R-47.0 B60-H-47.0
28.0mm B60-R-28.0 B60-H-28.0 B60-S-28.0 47.5mm B60-R-47.5 B60-H-47.5
28.5mm B60-R-28.5 B60-H-28.5 B60-S-28.5 48.0mm B60-R-48.0 B60-H-48.0
29.0mm B60-R-29.0 B60-H-29.0 B60-S-29.0 48.5mm B60-R-48.5 B60-H-48.5
29.5mm B60-R-29.5 B60-H-29.5 B60-S-29.5 49.0mm B60-R-49.0 B60-H-49.0
30.0mm B60-R-30.0 B60-H-30.0 B60-S-30.0 49.5mm B60-R-49.5 B60-H-49.5
30.5mm B60-R-30.5 B60-H-30.5 B60-S-30.5 50.0mm B60-R-50.0 B60-H-50.0
31.0mm B60-R-31.0 B60-H-31.0 B60-S-31.0 50.5mm B60-R-50.5 B60-H-50.5
31.5mm B60-R-31.5 B60-H-31.5 B60-S-31.5 51.0mm B60-R-51.0 B60-H-51.0
32.0mm B60-R-32.0 B60-H-32.0 B60-S-32.0 51.5mm B60-R-51.5 B60-H-51.5
32.5mm B60-R-32.5 B60-H-32.5 B60-S-32.5 52.0mm B60-R-52.0 B60-H-52.0
33.0mm B60-R-33.0 B60-H-33.0 B60-S-33.0 52.5mm B60-R-52.5 B60-H-52.5
33.5mm | B60-R-33.5 B60-H-33.5 B60-S-33.5 53.0mm | B60-R-53.0
34.0mm |  B60-R-34.0 B60-H-34.0 B60-S-34.0 53.5mm | B60-R-53.5
34.5mm B60-R-34.5 B60-H-34.5 B60-S-34.5 54.0mm B60-R-54.0
35.0mm B60-R-35.0 B60-H-35.0 B60-S-35.0 54.5mm B60-R-54.5
35.5mm B60-R-35.5 B60-H-35.5 B60-S-35.5 55.0mm B60-R-55.0
36.0mm B60-R-36.0 B60-H-36.0 B60-S-36.0 55.5mm B60-R-55.5
36.5mm B60-R-36.5 B60-H-36.5 B60-S-36.5 56.0mm B60-R-56.0
37.0mm B60-R-37.0 B60-H-37.0 B60-S-37.0 56.5mm B60-R-56.5
37.5mm B60-R-37.5 B60-H-37.5 B60-S-37.5 57.0mm B60-R-57.0
38.0mm B60-R-38.0 B60-H-38.0 B60-S-38.0 57.5mm B60-R-57.5
38.5mm B60-R-38.5 B60-H-38.5 B60-S-38.5 58.0mm B60-R-58.0
39.0mm B60-R-39.0 B60-H-39.0 B60-S-39.0 58.5mm B60-R-58.5
39.5mm | B60-R-39.5 B60-H-39.5 B60-S-39.5 59.0mm | B60-R-59.0
40.0mm |  B60-R-40.0 B60-H-40.0 B60-S-40.0 59.5mm | B60-R-59.5
40.5mm B60-R-40.5 B60-H-40.5 B60-S-40.5 60.0mm B60-R-60.0
41.0mm B60-R-41.0 B60-H-41.0 B60-S-41.0 60.5mm B60-R-60.5
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Accuracy Chart

5C, 16C and R8 Collets

- "

N INAANNNINA

B
Bore Size A B
Center or A/Flat Round Test Length
1.0mm 0.007mm 3.0mm
0.039” 0.0003” 0.125”
1.0mm - 1.5mm 0.010mm 6.5mm
0.039” - 0.059” 0.0004” 0.250”
1.5mm - 3.0mm 0.020mm 9.5mm
0.059” - 0.118” 0.0004” 0.375”
3.0mm - 6.0mm 0.010mm 16mm
0.118” - 0.236” 0.0004” 0.625”
6.0mm - 10.0mm 0.010mm 25.5mm
0.236” - 0.394” 0.0004” 1.0”
10.0mm - 19.0mm 0.015mm 38.0mm
0.394” - 0.748” 0.0006” 1.5”
19.0mm - 25.4mm 0.015mm 51.0mm
0.748” - 1.0” 0.0006” 2.0"
25.4mm - 32mm 0.020mm 63.5mm
1.0” - 1.26” 0.0008” 2.5
32mm - 50.8mm 0.020mm 76.0mm
1.26” - 2.0” 0.0008” 3.0"
Over 50.8mm 0.020mm 101.5mm
2.0” 0.0008” 4.0”
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Accuracy Charts

Multibore and B Type Spring Collets

Bore Size A B
Center or A/Flat Round Hex & Square | Test Length
1.0mm 0.015mm 0.046mm 3.0mm
0.039” 0.0006” 0.0018” 0.125”

: 1.0mm - 1.5mm 0.020mm 0.060mm 6.5mm
MUIt!bore and DIN 6343 0.039” - 0.059” 0.0008” 0.0024” 0.250”
Multibore Collets A 1.5mm - 3.0mm 0.020mm 0.060mm 9.5mm

0.059” - 0.118” 0.0008” 0.0024” 0.375”
3.0mm - 6.0mm 0.020mm 0.060mm 16mm
S 0.118” - 0.236” 0.0008” 0.0024” 0.625”
. { 6.0mm - 10.0mm 0.020mm 0.060mm 25.5mm
,%z 0.236” - 0.394” 0.0008” 0.0024” 1.0”
B 10.0mm - 19.0mm 0.030mm 0.091mm 38.0mm
— 0.394” - 0.748” 0.0012” 0.0036” 1.5”
= 19.0mm - 25.4mm 0.030mm 0.091mm 51.0mm
&:\\\h\_ 0.748” - 1.0” 0.0012” 0.0036” 2.0”
- 25.4mm - 32mm | 0.040mm 0.120mm 63.5mm
1.0” - 1.26” 0.0016” 0.0048” 2.5”
32mm - 50.8mm 0.040mm 0.120mm 76.0mm
1.26” - 2.0” 0.0016” 0.0048” 3.0”
Over 50.8mm 0.040mm 0.120mm 101.5mm
2.0” 0.0016” 0.0048” 4.0”
Bore Size A B
Center or A/Flat Round Hex & Square | Test Length
1.0mm 0.015mm 0.046mm 3.0mm
0.039” 0.0006” 0.0018” 0.125”
. 1.0mm - 1.5mm 0.020mm 0.060mm 6.5mm
B Type Spring Collets 0.039” - 0.059” 0.0008” 0.0024” 0.250”
A 1.5mm - 3.0mm 0.020mm 0.060mm 9.5mm
0.059” - 0.118” 0.0008” 0.0024” 0.375”
3.0mm - 6.0mm 0.020mm 0.060mm 16mm
0.118” - 0.236” 0.0008” 0.0024” 0.625”
6.0mm - 10.0mm 0.020mm 0.060mm 25.5mm
0.236” - 0.394” 0.0008” 0.0024” 1.0”
: 10.0mm - 19.0mm 0.030mm 0.091mm 38.0mm
0.394” - 0.748” 0.0012” 0.0036” 1.5”
19.0mm - 25.4mm 0.030mm 0.091mm 51.0mm
— B —— 0.748” - 1.0” 0.0012” 0.0036” 2.0”
25.4mm - 32mm 0.040mm 0.120mm 63.5mm
1.0” - 1.26” 0.0016” 0.0048” 2.5”
32mm - 50.8mm 0.040mm 0.120mm 76.0mm
1.26” - 2.0” 0.0016” 0.0048” 3.0”
Over 50.8mm 0.040mm 0.120mm 101.5mm
2.0” 0.0016” 0.0048” 4.0”
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